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雙天平母液泡製機
Solution Maker
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免攪拌磁石，八杯位正反轉高速攪拌
NO stirring magnet. 8 stirring position.

泡藥機配備一台攪拌機，20個攪拌杯
Solution makers is equipped with a mixer & 20 solution bottles.

滴液機 Dispenser

尺寸 Size: 160×270×190cm
精度 Accuracy: ±0.02g
速度 Speed: 30cups/30-40min
電源 Power: 220V 4KW/H
水源 Water: 4分 1/2〞

泡藥機 Solution Maker

尺寸 Size: 60×60×95cm
精度 Accuracy: Water ±0.02g
           Dyestuff ±0.002g
電源 Power: 220V 2.5KW/H
水源 Water: 4分 1/2〞

攪拌機 Mixer

尺寸 Size: 76×32×34cm
電源 Power: 220V 80W/H

0.001
 小數點3位

Accuracy 0.001g

雙天平監控

-+

2 balance monitoring

3.增減重吻合,加水完成泡藥   2.加底水後提示應加染料重1.紀錄母液瓶及染料重量
Software record empty solution 
bottles and dye tank weight

System adds water for dissolving 
automatically and notice the 
dyestuff powder volume to operator. 

◎ 雙天平泡藥流程示意圖

若使用小數點兩位稱料，務必取5g以上化料

軟體偵測小數點3位天平減少的染料重與小數
點2位天平增加的重量相符才可完成化料，
避免在灑料的情況下完成泡藥

Use accuracy 0.01g balance , must keep weigh 5g up.

 Use accuracy 0.01g balance to weigh 3g , the max error 
 by balance is 0.3%.Use accuracy 0.001g balance to weigh 3g, 
 the max error by balance is 0.03%

3位天平3g化料最大誤差: (5.0004-4.9995)/3g*100%=0.03%
2位天平3g化料最大誤差: (5.004-4.995)/3g*100%=0.3%

Software monitors the reducing weigh on 0.001g balance and 
increasingweigh on 0.01g balance. The dissolving will be 
passed when the volume is balance during weighing process. 
It can prevent operator spreading out the powder and cause 
accuracy issue. 

Two balance to making solution operation process

System monitors the whole 
weighing process and ensure 
balance.  

攪拌機
Mixer
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四溫控打色機
Four Independent Temperature-Control Dyeing Machine

x   4

32cups
加大產能

Huge productivity

由24杯提升至32杯420ml的大產能
可同時運行四組不同升溫工藝

The dyeing machine could run 32 cups of
sample with 4 kinds of different temperature 
processes at the same time, which is the 
highest productivity dyeing machine in market. 

 轉桶直徑小
Small diameter

杯位離轉軸較近，離心力較小，杯內液體可
快速脈衝流動，有效對付易色花布種/組合
轉速可達一分鐘80轉

可模擬各種打色機旋轉方式轉速、正反轉距皆可調整，藉由調整
各項參數調整出與現場染機一致的染色效果

Drums’ rotating angle, speed and reverse rate could be adjusted to simulate to the 
performance of different sampling machines and dyeing machines in workshop.

可調角度
 Angle adjustable

轉筒角度可調 - 適應面料的各種變化

32杯加大產能打樣機

一台等於四台 四組獨立溫控
4 individual temperature control works in one machine 

to provide higher efficiency than normal machines.

平轉式:
 

低浴比適用
染出較平整

斜躺式:
 

15-25度
通用設置

摔打式:
 

90度角
不易色花
染出較皺

Horizontal rotation
Works on dyeing low liquor-ratio 
products to ensure flatness of fabric. 

Oblique rotation
Rotate on 15-25 degree, which is 
general setting for most of products.

Shaking rotation
Adjust the drum to 90 degree. 
Dyestuff could be absorbed better 
but wrinkle may happen on fabric.

4TEMP.
x 4 每個轉桶八杯，獨立溫控

少量打樣時，僅需啟動一轉桶

Only settle 8 cups on one drum.
When the sampling volume is small, operators 
can only turn on one or two drums to save energy. 

Dyeing cup position is near to the axis, so the centrifugal 
force is small. And the solution in thecup would flow 
pulses well.Can run 80 revolutions per minute.
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整塊鋁合金加工，電熱棒中心加熱，溫度均勻性佳

Heating by heating rod inside the aluminum barrel. Heat the aluminum on the central of barrel
to ensure even and stable heating up process. Discard traditional sand casting but process the 
aluminum alloy Container by CNC to ensure accuracy of dimension. Temperature conduction 
and uniformity will be better.

熱源於中心，由內向外加熱，加熱更均勻、更快；採精密數控車床加工
整塊鋁合金，非翻砂、鋁型材拼接工藝，較原先的紅外線機種溫度均勻 

內加熱式
Internal heating

中央監控
 PC monitoring

PC
採電腦中央監控每個轉桶升溫曲線
機台異常時能夠即時察覺，一台電
腦可同時監控28個轉桶。人性化軟
體，簡易快速切換升溫曲線，並可
設置警報點提醒中途加料，具有歷
史紀錄功能，能以此規範作業流程

Use computer to monitor the temperature of each rotating drum.
A computer can monitor 28 rotating drum.  Humanization software: easy to
change heating curve. And with record function, that can standard operation process.

節能環保
 Energy saving

一轉桶升溫僅需1600瓦，實際生產滿缸率低，八杯一組少杯量設計可節
省更多能源，甘油機入 2 杯就必須整機升溫，耗電8000瓦。風扇降溫無
須冷卻水。排除甘油難聞氣味與甘油汽化後汙染工作環境問題，可改善
打樣人員工作環境

Only settle 8 cups on one rotating drum, which consumption is 1600 watts. When the sampling 
volume is small, operators can only turn on one or two drums to save energy. Use fan to lower 
the temperature of container. No glycerin pollution issue during sampling so the environment 
will be more friendly to operators.

  四溫控打色機  Four Independent Temperature-Control Dyeing Machine

尺寸 Size: 91 × 71 × 169 cm                                          電源 Power: 220V  6.8KW/H  
控溫範圍 Temperature: 室溫~140℃                          控溫精度 Accuracy: ± 0.5℃
鋼杯容量數量 Cup Qty. & Capacity:  32cups,420ml； 40cups,200ml； 24cups,500ml  
 

Increase cooling efficiency of powerful turbine fan by 50%
Upgrade to high-speed turbofan to improve  50% efficiency on cooling process.

2020改用新高速直流風機，轉速較舊款提升一倍，降溫速度提升50%

風扇冷卻
Internal heating

強力高速直流風機降溫 效能提升50%

420ml，一轉桶8杯；  200ml，一轉桶10杯；  500ml，一轉桶6杯
一台機台四顆轉桶，可混搭不同規格轉桶

Capacity of drum: 6pcs of 500ml cups, 8 pcs of 420ml cups and 10 pcs of 200ml cups. 
Client could arrange different kind of drums in one machine.



32/64/96杯針管式滴液機
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適合染料單純的工廠及染料商
吹氣設計可用於高濃度原液計量

母液瓶數: 32個 500ml玻璃母液瓶 
計量杯位: 12位
計量天平量程精度:3000g/0.01g 
              或 1000g/0.001g (可選)  
加水天平量程精度:3000g/0.01g
計量方式:針管抽取至天平秤重
攪拌方式:磁石
電源: 220V 3KW/h  氣源: 0.6mpa 
外形尺寸: 129 × 140 × 183 cm
重量: 350kg

32杯 化料滴液機 (有管)
泡藥、滴液一體，占地不到一平方米
管路式雙天平計量，計量速度快

母液瓶數: 32個 500ml玻璃母液瓶
計量杯位: 8位
天平量程精度:3000g/0.01g *3台 
計量方式:電磁閥控制管路開閉計量
攪拌方式:磁石+水泵循環
電源: 220V 2.5KW/h   氣源: 0.6mpa 
外形尺寸: 144 × 66 × 220 cm
重量: 150kg

微量粉體計量系統
適用於化驗室小量1-20g粉劑自動計量

粉劑盒: 2個 容量約500ml (可同時計量兩種粉劑)
計量杯位: 16位
天平量程精度:3000g/0.01g 
計量方式:粉劑盒電磁閥控制計量
操作介面: 工業電腦
電源: 220V 0.8KW/h 
外形尺寸: 86 × 57 × 91 cm
重量: 90kg *另有單粉劑盒觸控屏簡易版

化驗室設備
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企業定製色卡
Customized Color Card For Enterprises.

用生產導向，賦能色卡新生命
結合學校色彩科學、染助劑廠家、自動
化設備公司，三方合作生產的實用色卡
當原物料工藝發生變化，也能重新定位

快速定製，科學系統化排列
破解色彩DNA，能在60天内按指定的面料、
色料、做出3000+色均匀色空间色卡
按浓度、彩度、色相角度等距漸變排列

所見即所得，免去打樣時間
根據色座標調出配方，客戶快速指定顏
色，如材質不同能根據吸收率調整配方
解決跨材質色彩數字溝通的困局，直接
用眼睛確認

Chrom
a 彩

度

An

gle  角度

De
pt

h 
濃

度

Low Depth 淺色

High Depth 深色

數學公式計算，不經人工調整
可反向校正色差公式
目前國際使用的色差公式，存在與視覺不
同步現象，導致紡織品顏色質量紛爭難以
解決。一個均勻與視覺同步的色彩空間，
可以做為驗證色差公式的基準量尺，校驗
/研發色差公式

不僅是色卡，還能提升電腦配色
系統的色庫數據
實際生產出的色樣，可直接測色錄入電腦
配色的顏色資料庫，色庫可以大幅提升電
腦配色首缸的預測的精準度

均匀的色立體是色彩科学的根
當基礎理論正確，
所有問題都可迎刃而解

色卡定制/教育



紅外線小樣機
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杯數: 12/24個打色鋼杯 (現貨規格為420ml)
最高染色溫度: 135℃
浴比: 1:5—1:100
加熱功率: 4(6)×1.2kw，吹燈電機功率25W
加色介質: 油浴傳熱
驅動電機功率: 370W
轉籠轉速變頻調速: 0-60 rmin
風冷電機功率: 200W
電源: 380V 50Hz 8KW/h
外形尺寸: 12杯670X670X770/24杯860×680×780mm
重量: 120kg鋼杯200ml、420ml、500ml可選

常溫震盪機
杯數: 12/24個；250cc玻璃三角燒杯
染色溫度範圍: 室溫-99℃
浴比: 1:10—1:100
加熱功率: 4kw 自動調節
加熱介質: 水
驅動電機功率: 60w
震幅: 30mm
震動頻率: 0-150
電源: 220V 50Hz 4KW/h 
外形尺寸: 12杯900X520X520/24杯1000×520×520mm
重量: 35kg / 49kg

R3定型機
試樣尺寸:400*500mm (有效尺寸:10*10至300*350)
溫度範圍:20-250℃
加熱方式:熱風循環控制，上下風量可調
溫控精度 ±2℃
加热功率: 6kw
保溫控時:1-99s
風機功率:180w
針板: 雙向拉伸針板布架*2組
電源: 380V 50Hz 6KW/h
外形尺寸: 1350 X 680 X 835 mm
重量: 120kg
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標準光源燈箱
型號: 國產六光源 P60(6)
配置: D65  國際標準人工日光 * PHILPS TLD 18W/965

      TL84 歐洲日本中國商店燈光 * PHILPS TLD 18W/840

      F    家庭酒店光源 * 3NH 40W

      UV   紫外燈光源 * PHILIP 18W/BLB

      CWF  美國冷白商店光源 * PHILPS TLD 18W/33

      U30  美國暖白商店光源 * PHILPS TLD 18W/830

外形尺寸: 710 X 530 X 570 mm
重量: 35kg

電熱鼓風乾燥箱
型號: 101-2
材質: 機殼鐵；內膽鍍鋅
工作室尺寸: 高550 X 宽550 X 深450 mm 
工作温度: 50-300℃
控温精度: ± 1%
電源: 220V 50Hz 2.4KW/h
外形尺寸: 790 X 870 X 590 mm
重量: 100kg

立式/臥式小軋車
軋輥幅寬: 420mm
軋輥直徑: ø130mm
軋輥壓力: 0.1~0.5Mpa
硬度: 邵氏70°
最大軋染餘率: 35~85%
車速: 可編程變頻器無極調速，速度0~10米/分內
壓縮空氣: 0.6Mpa
電源: 220V 50Hz 0.5KW/h
外形尺寸: 710 X 800 X 1150 mm (臥式)
          710 X 600 X 1340 mm (臥式)
重量: 120kg



化驗室布局參考
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助劑供料補料管路參考

助
劑
桶

助劑 接入口PVC20管
          第一排高度離地:109cm

第二台高度離地:134cm

助
劑
桶

吸取隔膜泵
DN25

17
3 

氣源 接入口8*5氣管 (5-7KG)
電源 接入口 220V

90 需架设隔膜泵支架於原料桶上方 補料
隔膜泵

補料管路

計量管路DN15

24
0 

cm
 

10
5 

17
3 半自动

助劑计量主机
100*90*173 cm

隔膜泵抽取法 高台自流法

  

备注: 1.共需準備五組電腦供滴液機、泡藥機、打色機、電腦配色系統使用，設備類用需有RS232接口

         2.滴液機: 單相電 電壓 220V；耗電量 2.5kw/h；入水 6*8mm 排水 12*16mm    
           

           泡藥機: 單相電 電壓 220V；耗電量 3.5kw/h；入水 8mm 排水 1寸(4分)      
           攪拌機: 單相電 電壓 220V；耗電量 0.08kw/h
           打色機: 單相電 電壓 220V；耗電量 6.8kw/h
    

图注: A:打色間保留區 可規劃定型機或未來增加打色機     B:可裝設隔簾方便進出

      C:滴液機位置需埋電路與水    D:在辦公區可見打色機升溫狀態    E:做横向滑門較不影響空間

63
0 

cm

330 cm 1120 cm

80

60

水槽 泡藥机

160

滴液机
C

滴液机
電腦

100 270

      工作平台
(放置钢杯/裁布/锁杯)

80

80

B

水槽脫水机

71

91

30

80

30

打色機

30

A

泡藥机
電腦

打色机
電腦

D

電腦
配色

燈箱

對色
暗房

檔案室 會議室辦公區打樣間

E

360 cm240 cm
2050 cm

攪拌机
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電腦配色單色準備

** 基礎資料準確與否，將影響日後配色效果。因此在製作上必須特別仔細 **

單色基材準備:
 

1.以產量最大宗且為素面之基材為基礎資料的基材
 

2.按照現場大貨標準前處理條件處理之

3.要預留日後更換新色料使用之基材 (1~2年)

4.樣布須注意經緯面一致性。不能有布邊或汙點

規劃單色濃度:
 

我司建議每支色料的製作濃度分別為: 
 

              0.05%、0.15%、0.5%、1.0%、1.5%、2.0%、2.5%、3.0%
   

具體可以視工廠實際情況而定，比如一些淺色系色料可能會用到更高濃度，那麼可以減
 

少低濃度的輸入。
 
  *注意:
  1.製作單色最低濃度不應低於 0.05%，因為如果濃度過淺，會受到布的底色影響。
  

    白胚布的白度略有不同都會影響其色光。
 

    如配色需要0.05%以下的色光濃度，系統會自動計算。
 

  2.製作基礎單色時，盡可能使用同一台自動滴定機及同一台打樣機。將可能的誤差減
 

    至最小。

需避免缸汙染:
 

如用缸杯染色，容易造成顏色汙染。所以在打單色前必須將缸杯漂洗乾淨，特别是浅色。 

注意布面無色花 (若染色不均勻須重做) :
 

如布面出現色花不均勻，會影響分光儀測色的結果。需保證染色質量。 
 

MEMO



        公司創辦人許雲鵬先生，出身台灣聯邦印染，以其豐富的印染行業色彩管理應用經驗
撰寫出方便實用為主的電腦配色軟體。在二十多年前已得到台灣印染行業普遍認可。
許雲鵬先生致力於色彩標準化工程，其色彩均勻排列技術獲得台灣金頭腦發明獎，並由台
灣的中國紡織研究中心邀請，製作能與視覺同步，色彩均勻排列的紡織色卡《漢風色典》。
 

        2001年成立上海正裕色彩軟件有限公司，並籌畫跨足設備製造業，2003年正式成立上
海千立自動化設備有限公司，在內地直接研發生產化驗室用自動滴液機，並進一步在2010
年開始研發印染大貨生產使用的自動供料系統，整合印染企業從打樣到量產的色彩質量管
理體系。台灣正裕於2017年重新更名虹歌科技，並於2019年成立晉江虹台科技，繼續助力
紡織供應鏈的色彩管理應用。

上海公司 - 上海千立自動化設備有限公司
地址:上海市松江區石湖蕩鎭長塔路418號7幢2樓 (郵編:201617)
         Address: 2F, 7Bldg., No.418, Changta Road, Shihudang Town, Song-Jiang, ShangHai
電話 Tel: +86-21-67834998    傳眞 Fax: +86-21-67833634    電郵 E-mail: g770615@live.com
 

福建公司 - 晉江虹台科技有限公司
地址:福建省泉州市晋江市羅山街道世紀大道
         南段3001號三創園創客大街B棟B204
 

業務聯繫 Contacts: 許仲哲 Mr. Hsu  139 1666 1337

台灣公司 - 虹歌科技有限公司
地址:台灣桃園市龜山區大崗村新興街40巷
         13弄1號
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